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a b s t r a c t

Over the last decades, great advances have been made in the development of nanoscale optoelectronics,
such as solar cells, photodetectors, and light-emitting diodes. The design of heterojunctions with highly
desirable interface properties and consequently controllable carrier transfer is of vital importance to
construct high-performance optoelectronic devices. The type-II nano-heterojunctions, which facilitates
the spatial separation of the electrons and holes, hold particular interests in developing high-
performance optoelectronics. This review presents an overview of the material and structural design
strategies, such as precise tuning of chemical composition and crystal structure, interface strain engi-
neering, structural optimization, and external field stimulates, with the emphasis on the photophysical
properties of type-II heterojunctions. Additionally, synthetic strategies for efficient material and struc-
tural modulation are also summarized. Lastly, several emergent optoelectronic applications based on the
type-II heterojunctions, such as photonic memory, photonic synapses, and optical communication are
discussed. We hope this review can provide comprehensive guidance for the future development of
designing and realizing high-performance nanoscale optoelectronic devices based on type-II
heterojunctions.

© 2020 Elsevier Ltd. All rights reserved.
1. Introduction

“The interface is the device”, as Herbert Kroemer said in his
Nobel Lecture, the semiconductor interface plays a crucial role in
modern electronic and optoelectronic devices [1,2]. With the
intensive research in the last few decades, it is now possible to
achieve desirable electronic and optical properties of semi-
conductor materials by precisely tailoring their band structures,
thus attain their key functionalities into specific applications.
Compared to single-component semiconductors, of which the
bandgap tailoring limited by their intrinsic properties, utilizing
heterojunction in semiconductor devices allows nearly arbitrary
and continuous bandgap variations to be made [3]. The rational
design of the band structure of heterojunction allows us to pre-
cisely control the transport behavior of the charge carriers,
u@uno.edu (W. Zhou).
therefore, achieve unique properties for novel devices. In general,
heterojunctions can be classified into type-I, type-II, and type-III
heterojunctions, based on their distinct bandgap offsets (Fig. 1a)
[1]. For the type-I heterojunctions, since the conduction band
minimum (CBM) is higher and the valence bandmaximum (VBM) is
lower than those in the other material, both the electrons and holes
are tend to transfer to the right for the arrangement depicted in
Fig. 1a. Therefore, type-I heterojunctions have been widely used in
light-emitting devices such as LEDs and semiconductor lasers
where the charge carrier recombination is required. For a typical
type-II heterojunction, the bandgaps from two semiconductors
form a staggered alignment, in other words, the energies of the
conduction and valence bands of one semiconductor are relatively
higher than the other semiconductor. Thus, following the initial
generation of charge carriers under the external stimulus, the
electrons and/or holes tend to transfer through the interface to-
wards the opposite direction, resulting in the spatial separation of
charge carriers and subsequent built-in electric field. Such charge
confinement is of great importance in certain optoelectronic de-
vices especially with light absorption or emission involved, such as
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Fig. 1. a) Schematic energy band diagram of three types of semiconductor heterojunctions. b) Energy band diagram of a typical type-II heterojunction.
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solar cells and photodetectors, since the efficient regulation of the
carrier separation and transportation dominantly determines the
performance of such devices [4]. In addition, the interfacial tran-
sition may extend the spectral range to a significantly longer
wavelength than that defined by the bandgap of any of the
components.

From the material's point of view, one major challenge for high-
quality type-II heterojunction is the capability to forming an
epitaxial interface between the adjacent semiconductor materials,
meanwhile tuning the band structure of individual materials by
varying the chemical composition in the nanoscale range. Thanks to
the development of thin-film deposition technologies in the last
century, varieties of growth methods, such as molecular beam
epitaxy (MBE) and metal-organic vapor phase epitaxy (MOCVD),
have been utilized in demonstrating novel heterojunction devices
with intriguing properties, such as quantumwells and superlattices
[5e7]. On the other hand, the remarkable advances of nanotech-
nology have made a profound impact in the areas of physics,
chemistry, and materials science [8,9]. One main motivation in the
development of nanoscale heterojunctions is to overcome the
lattice-mismatch limitation that exists in conventional thin-film
materials. The large tolerance to lattice mismatch in nanoscale
permits the heterojunction forming from dissimilar materials,
which substantially expanding the range of achievable energy
bandgaps and provides new opportunities for both materials
research and novel device applications [10]. Additionally, the
semiconductor nanomaterials, whose physical and chemical
properties are often reliant on their size, morphology, crystal
structure, and composition, have demonstrated remarkable ad-
vances in tailoring the band structures otherwise difficult or
impossible for the bulk materials, thus providing powerful tools to
achieve the desired electronic and optical properties for specific
applications. Thus, tremendous efforts have been adopted in
developing nanoscale type-II heterojunctions [11e13], which hel-
ped us to gain an in-depth understanding of the correlation of the
structure and the novel properties in semiconductor nano-
materials, and ultimately, to achieve a more controllable synthesis
and reliable device performance.

On the basis of type-II heterojunction principles, the novel
properties were realized from the staggered alignment of the
bandgap of adjacent semiconductors at the heterojunction. The rich
variety of available combinations of the semiconductor nano-
materials with distinct intrinsic electric and optical properties,
precise tuning of the chemical composition and crystal structure,
interface strain engineering, structural optimization, and external
field stimulates, have made the rational design of type-II nano-
heterojunctions feasible to meet the specific requirements for
various applications. In this regard, rational design strategies of the
type-II nano-heterojunctions are of vital importance to achieving
the desired characteristics for various optoelectronic applications.
So far, there have been many reviews focused on the nano-
heterojunctions, from their synthesis to the applications but few
specified on the type-II heterojunctions [14e19]. In this review, on
the other hand, we aim to present a comprehensive review of the
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designing principles specifically for type-II nano-heterojunctions.
The overview of the material and structural design strategies, such
as precise tuning of chemical composition and crystal structure,
interface strain engineering, structural optimization, and external
field stimulates, with the emphasis on the photophysical properties
of type-II heterojunctions are presented. Additionally, synthetic
strategies for efficient material and structural modulation are also
summarized. Several emergent optoelectronic applications based
on the type-II heterojunctions, such as photonic memory, photonic
synapses, and optical communication are discussed as well. Finally,
we highlight the current issues and opportunities in type-II nano-
heterojunctions for optoelectronic applications.
2. Rational design strategies

Similar to that of the homojunction, the band alignment of
heterojunction under thermal equilibrium is ultimately deter-
mined by the band offsets. Fig. 1b shows the band diagram of a
typical type-II heterojunction. After the junction reaches the ther-
mal equilibrium, the build-in potential implies the band structures
and results in the band bending. However, it should be keeping in
mind that both the conduction band and valence band are in the
fixed position related to the vacuum level. For the homojunction, it
is a relatively simpler scenario since both sides of the interface are
the same materials, therefore, their conduction band and valence
band are at the same levels, respectively. In this case, even after
band bending, the band levels are still continuous. On the other
hand, for the heterojunction, most often the two materials would
have different band levels for either conduction band or valence
band, thus resulting in the discontinuity of the band levels after the
band bending. Given by Anderson's rule, the discontinuity of the
conduction band can be given by the difference in electron affinity:

DEC ¼c1 � c2

and the discontinuity of the valence band can be given by:

DEV ¼ðc1 þ EG1Þ � ðc2 þ EG2Þ

where c1,2 and EG1,2 are the electron affinity and bandgap for the
semiconductors, respectively.

Another important feature of the band structure in the hetero-
junction is the build-in potential, which was determined by the
interface position of the Fermi levels EF1 and EF2. As we mentioned
before, the band bending resulted from the build-in potential on
both sides of the interface to the extent that the Fermi levels in two
semiconductors eventually line up to be constant and flat. There-
fore, the barriers due to the build-in potential can be given by:

Fbi ¼F1 þF2 ¼ EF1 � EF2

There are several signatures of a type-II heterojunctions,
including: (1) a photoluminescence (PL) peak at the expected
interfacial transition energy that should be below the lower
bandgap of the two components; (2) optical absorption occurring
in the spectral region of the anticipated interfacial transition, which
is expected to extend into the longer wavelength than the
threshold determined by the bandgap of the lower bandgap
component; (3) a long carrier time or slow decay of the type II
emission; and (4) photo-response (i.e. photo-current) associated
with the type II transition. In which signatures (2) and (3) are
considered as reliable measures to distinguish the type-II interlayer
exciton and defect-related exciton. For signature (2), the defects are
less likely to have any measurable absorption strength, unless with
a very high density. For signature (3), because a defect state in the
bulk part of the material rarely has a long lifetime, the presence of
defects in the bulk part tends to shorten the carrier lifetime.
Therefore, the observation of a long carrier lifetime could be viewed
as an indication of good quality of the material involved.

The concept of utilizing type-II heterojunction in optoelec-
tronics devices can be traced back to the early 80s in the last cen-
tury [20]. The basic idea that type-II heterojunctionwas proposed is
that the electrons and holes, after they have been initially gener-
ated, tend to be confined in the opposite side of the interface based
on their diverse lowest energy states, resulting in the spatial sep-
aration of electrons and holes. On the other hand, such configura-
tion provides a “hidden” interface bandgap, which is smaller than
that of either the constituent semiconductors forming the hetero-
junction [4]. Therefore, it reduced the transition energy required for
electron/hole generation and recombination, allowing extending
the wavelength range that would otherwise not be available, thus
has important implications in optoelectronics applications. The
performance of the type-II nano-heterojunctions largely relies on
intrinsic properties of the semiconductor materials such as chem-
ical composition and crystal structure, interface characteristics
such as band alignment and strain, as well as external stimulates.
Therefore, many strategies have been developed to precisely tailor
the electronic and optoelectronic properties of type-II nano-het-
erojunctions oriented by the specific requirement for various
devices.

2.1. Band alignment

The band alignment at the interface plays a vital role in deter-
mining the charge carrier transfer properties of the type-II heter-
ojunctions and thus their optoelectronic performance. Designing
the favorable band alignment is of great importance to facilitate the
charge carrier separation extraction for solar cells and photode-
tectors [21]. The engineering of band alignment is usually relying
on the intrinsic tuning of the composition of one or both of the
semiconductor materials forming the interface. For example, Siol
et al. systematically investigated the large variety of energy band
alignment of Cu2O/ZnO heterojunctions prepared by various
deposition techniques and parameters [22]. The variation is directly
related to the concentrations of metallic precipitates of Cu2O or
oxygen vacancies for ZnO resulted from different chemical com-
positions. As a result, the valence band offsets in the range
1.45e2.7 eV can be controlled. Pan and co-workers reported the
successful synthesis of a series of WS2/WS2(1ex)Se2x (0 < x � 1)
monolayer lateral heterojunctions by a one-step chemical vapor
deposition method [23]. The well-controlled chemical composition
fromWS2 to WSe2 gave rise to a tunable band structure of the shell
while keeping it constant of the core, and thus a tunable band
alignment of the heterojunction. As shown in Fig. 2a, the PL peak
corresponding toWS2(1ex)Se2x shifts towards lower energy as the x
increases, indicating a decrease of the bandgap. On the other hand,
the PL peaks and the bandgaps of the WS2 remain constant. In
addition, the Fermi-level variation in theWS2/WS2(1ex)Se2x and the
band alignment engineering were confirmed by the gradual in-
crease of the surface potential difference confirmed using Kelvin
Force Probe Microscopy. Later, the same group studied the
wavelength-tunable interlayer exciton emission in WS2/
WS2(1ex)Se2x lateral heterojunctions [24]. Similarly, a serial of
WS2(1ex)Se2x with continuously changed composition were syn-
thesized and used to form the van derWaals heterojunctions with a
fixed composition WS2 layer. In turn, a very wide tunable bandgap
range of 1.97e1.40 eV with a wavelength-tunable interlayer exciton
emission range of 1.52e1.40 eV in the near-infrared region was
achieved.

Other strategies have been developed to optimize the band
alignment as well. For instance,Wick-Joliat et al. developed a dipole



Fig. 2. a) Schematic illustration and PL spectra of WS2/WS2(1ex)Se2x heterojunctions. Reproduced with permission [23]. Copyright © 2018 American Chemical Society. b) From left
to right, band diagrams of p-Si/n-TiO2, p-Si/anchor layer/PA/n-TiO2 in flat band condition, and in equilibrium, indicating an increased band bending represented by a step in the
vacuum energy level. Reproduced with permission [25]. Copyright © 2019 The Royal Society of Chemistry. c) Band diagrams of spike-like and cliff-like CBO. Reproduced with
permission [27]. Copyright © 2017 Elsevier B.V.
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strategy in aim to control the band bending at the interface [25]. In
their study, the phosphonic acid (PA) inserted between p-Si and n-
TiO2 heterojunction creates a dipole layer, which can be repre-
sented by a step in the vacuum energy level, leading to the shift of
the band edge and increased band bending (Fig. 2b). As a result, the
optimized band alignment demonstrated great improvement for
both photovoltaic device and photoelectrochemical cell, as the JeV
curves shifted to higher potential by 200 mV, indicating increased
open-circuit voltage, higher fill factor, and enhanced power con-
version efficiency by more than 100%. The dipole effect is formed at
the anchor layer metal oxide/PA interface by replacing the natural
hydroxyl groups surface termination by phosphonate groups with
different electron donating/withdrawing behavior and the band
shift in a range of 0e400 mV can be fine-tuned by controlling the
thickness of the PA layer.

The discontinuity of the band levels together with the barriers
due to the build-in potential, define the fine structures of the het-
erojunction band diagram and determine the carrier transportation
in the heterojunction devices. In contrary to that of homojunction,
the band alignment of heterojunction may cause some spikes and/



Z. Zheng et al. / Materials Today Physics 15 (2020) 100262 5
or notches at the interface and acting as barriers or trapping sites
for carrier transfer. Those unique features may possess great in-
fluence in the performance of optoelectronic devices. Taking solar
cells as the example, Cu2ZnSnS4 (CZTS) was considered as a p-type
semiconductor with suitable properties for solar cell applications
owing to its ideal direct bandgap, high absorption coefficient, and
earth-abundance [26]. CZTS is usually paired with an n-type win-
dow layer to form a heterojunction solar cell. The major issue for
CZTS-based solar cells lays on the low open-circuit voltage (Voc).
One possible reason is the undesirable band alignment, mainly the
conduction band offset (CBO) [27]. Different values of CBO have
been reported and can be classified as spike-like or cliff-like, as
shown in Fig. 2c. The cliff acts as a barrier for the electrons flowing
from thewindow layer to the absorber layer under the forward bias
and increases the interface recombination. On the other hand, if the
spike is too large, the photogenerated electrons will be blocked by
the interface barrier. Therefore, the optimal band alignment was
reported to be spike-like with the CBO of 0e0.4 eV [28]. To
construct the favorable band alignment, Sun et al. reported a novel
Zn1exCdxS buffer material with tunable band gaps for CZTS solar
cells. A series of Zn1exCdxS with variable composition and bandgap
were obtained. It is found that Zn0.35Cd0.65S with a bandgap of
2.7 eV creates the desired band alignment of the CBO of 0.37 eV
with CZTS, and thus exhibits excellent performance with the effi-
ciency of over 9% and the Voc of 762mV. The same strategy was also
applied to improve the performance of photodetectors. Liu et al.
studied the photodetection performance of CuI/n-Si and Cu2�xO/n-
Si heterojunctions [29]. It is found that the Cu2�xO/n-Si hetero-
junction present much higher performance over CuI/n-Si with a
high responsivity of 417 mA W�1. It could be explained by the
favorable band alignment of Cu2�xO/n-Si heterojunction, where the
upward band bending of silicon and downward band bending of
Cu2�xO forming a cliff-like configuration, thus facilitate the
electronehole transfer. In contrast, the spike-like band alignment
in CuI/n-Si interface results in the trapping of electrons and barrier
for holes.

2.2. Isotype or anisotype

Based on the conductivity, heterojunctions can be classified into
two types: isotype, where two semiconductors are both n-type or
p-type, or anisotype, where two semiconductors form a pen het-
erojunction. For the anisotype type-II heterojunction, similar to
that of the pen homojunction, the band alignment under thermal
equilibrium is due to the process of electron/hole diffusion in the
interface. When a heterojunction is formed, the excess number of
electrons in the n-type semiconductor would diffuse into the p-
type semiconductor, and vice versa. As the electrons and holes
diffuse, therewill be positively charged donor atoms and negatively
charged acceptor atoms left in the n-type and p-type semi-
conductors, respectively. As a result, the depletion regions gener-
ated in both n-type and p-type semiconductors, with a net positive
and a negative charge, respectively. Such net charges generate an
electric field with the direction from the n-type semiconductor to
the p-type semiconductor, which provides an opposite force to the
charge diffusion. As the electric field increase to the exact value of
the diffusion, the junction reaches thermal equilibrium.

A thorough investigation of anisotype (p-Si/n-ZnO) and isotype
(n-Si/n-ZnO) heterojunction photodiodes gave a good example of
the influence of conductivity on the performance of the type-II
heterojunctions [30]. The p-Si/n-ZnO and n-Si/n-ZnO exhibit
opposite rectification behaviors, due to the dissimilar energy band
structures. For the anisotype heterojunction, it behaves as a typical
pen junction diode as the barrier, which is the difference between
the valence bands of Si and ZnO, and only exists when a positive
voltage is applied (Fig. 3c). For the isotype heterojunction, the
majority carrier electrons have to pass through DEC or DBHe-Si,
when a positive or negative voltage is applied, respectively
(Fig. 3d). The bias-independentDEC leads to the low leakage current
at positive voltage. On the other hand, the bias-dependent barrier
DBHe-Si decreases as negative voltage increases, thus, a large cur-
rent at negative voltage can be collected. More importantly, the p-
Si/n-ZnO and n-Si/n-ZnO heterojunctions present different photo-
response under bias conditions. As we know, photodiodes are
preferably operated under the reverse bias condition. For p-Si/n-
ZnO heterojunction, when a negative voltage is applied, the
reverse-biased condition leads to more electrons and holes gener-
ation and more effectively separation due to the expanded deple-
tion width and enhanced electric field. Thus, the p-Si/n-ZnO
heterojunction PD presents a distinct photoresponse at a negative
voltage (Fig. 3a). On the contrary, the n-Si/n-ZnO heterojunction
operated on the reverse-biased condition and presents a notable
photoresponse when a positive voltage is applied (Fig. 3b).
Furthermore, both p-Si/n-ZnO and n-Si/n-ZnO heterojunctions
exhibit an even more profound distinct photoresponse under
external compressive strain, owing to the well-known piezotronic
and piezo-phototronics effect.

Interestingly, the distinct photoresponse was not observed in a
similar study conducted on n-Si/n-CdS and p-Si/n-CdS hetero-
junctions [31]. As shown in Fig. 3e and f, the n-Si/n-CdS hetero-
junction exhibit a similar yet much better photoresponse
performance compared to the p-Si/n-CdS heterojunction. It is
believed that the width of the depletion region plays a crucial role
in the latter research, as shown in Fig. 3g and h. The depletion re-
gion is only formed at the Si side for the n-Si/n-CdS but both sides
for the p-Si/n-CdS heterojunction. The applied positive bias leads to
a hole accumulation region or an expanded depletion region at the
p-Si side, for the p-Si/n-CdS and n-Si/n-CdS heterojunctions,
respectively. Since the photo-generated carriers are mainly pro-
duced at the Si side, the expanded depletion region of n-Si/n-CdS
results in a much better photoresponse.

For nen heterojunctions, the band alignment is realized by the
electrons flow from the material with the higher Fermi level to
the lower Fermi level, resulting in the forming of a depletion
region and an accumulation region on each side of the junction.
Since no minority carrier injection is involved, it is believed that
the devices should be fast in switching response [32]. Using a
solution-processed precursor deposition, Lee et al. reported the
synthesis of large-scale and highly crystalline MoS2 and WS2
monolayers [33]. The n-MoS2/n-WS2 heterojunction exhibit a
typical rectifying behavior due to the type-II band alignment, as
shown in the IeV curves in Fig. 3i. Importantly, the MoS2/WS2
heterojunction exhibits a great improvement in the response time
under the reverse bias compared to the forward bias (Fig. 3j and
k). As shown in Fig. 3l, under the forward bias, both the electron
depletion region and the electron accumulation region decrease,
resulting in the built-in potential across the junction region also
decreases. Thus, the heterojunction device exhibits a long
response time since the small potential barrier almost vanishes,
resulting in the carriers releasing from the trap sites and flowing
through the channel even after the incident light is turned off. On
the contract, under the reverse bias, the n-n type-II MoS2/WS2
heterojunction device shows a significantly improved response
time of 45 ms compared to its pen counterpart, as well as a high
photoresponsivity of z40 A W�1. The increased built-in potential
under the reverse bias hinders the electrons to overcome the
barrier (Fig. 3m). As a result, the dominating transport of the
electrons as the majority-carrier in the nen heterojunction pre-
sents a relatively long carrier lifetime compared to that of a
conventional pen junction.



Fig. 3. a,b) IeV characteristics of the p-Si/n-ZnO and the n-Si/n-ZnO heterojunctions different optical powers. c,d) Energy band diagrams of the p-Si/n-ZnO and the n-Si/n-ZnO
heterojunction PDs under 0 V bias and dark condition. Reproduced with permission [30]. Copyright © 2018 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. e,f) IeV characteristics
under different 1,064 nm illumination power densities when a 1.5 V bias is applied for the pen and nen Si/CdS heterojunctions, respectively. g,h) Schematic band diagrams of p-Si/
n-CdS and n-Si/n-CdS heterojunctions under 1.5 V forward bias. Note the dark yellow line are the band diagrams under compressive strain. Reproduced with permission [31].
Copyright © 2017 Elsevier Ltd. i) IeV curves of the n-MoS2/n-WS2 heterojunction. g,k) Photoresponse of the n-MoS2/n-WS2 heterojunction device at forward bias and reverse bias,
respectively. l,m) Schematic of the size of the built-in potential of the n-MoS2/n-WS2 heterojunction forward bias and reverse bias, respectively. Reproduced with permission [33].
Copyright © 2017 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.
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2.3. Crystal structure

It is well known that the crystal structure plays a vitally
important role in determining the optical and electronic properties
of the semiconductors. Such influence becomes evenmore complex
in the case of heterojunctions when a large number of factors have
to be taken into account, such as band offset, direct or indirect
bandgap, lattice mismatch, crystal orientation, thermal stability
and so on. Therefore, tailoring the crystal structure as desired has
always been the key to the construction of high-quality hetero-
junctions [34]. Fu et al. investigated the crystal phase-modified
band alignment in CdS/SnSx [35]. By varying the reaction parame-
ters such as precursor concentrations and reaction time, 2D SnSx
nanosheets with controlled crystal phases are deposited on the 1D
CdS, resulting in three different band alignments. As shown in
Fig. 4aec, the orthorhombic SnS and CdS form a type-I hetero-
junction, whilst the heterojunction formed by CdS and hexagonal
SnS2, as well as mixed-phase of orthorhombic and zinc blende SnS
are type-II. Among them, the heterojunction of hexagonal-SnS/CdS
exhibits the best performance for water splitting because of its
type-II alignment and larger conduction band offset.

In most cases, the heterojunctions are formed by two distinct
materials. There is one particular case in which two different poly-
morphs of the same material forming a heterojunction, often being
referred to as the phase junction [36,37]. As one of the most prom-
ising candidates for photocatalytic applications, TiO2 has four main
polymorph phases: rutile, anatase, brookite, and TiO2 (B). Owing to
the type-II band alignment in the mixed-phase rutile and anatase
TiO2,which significantly lowers the effective bandgap and facilitating
efficient electron/hole separation, it exhibits a significant higher
photocatalytic activity than their pristine compositions [38e43].
Similarly, the type-II phase junction can also be realized in other
mixed-phase of TiO2, such as anatase/TiO2 (B) and anatase/brookite
[44e46]. Besides TiO2, the phase junctions based on other materials
with different polymorphs have also been demonstrated, including
Ga2O3 (a, b, and g phases) [47,48], Bi2O3 (a and b phases) [49,50],
CaTa2O6 (a and b phases) [51], BiVO4 (monoclinic and tetragonal)
[52,53], CdS (hexagonal and cubic) [54e56], etc. Though themajority
of efforts have been dedicated to the photocatalytic and photo-
electrocatalytic applications, the remarkable progress has beenmade
in the utilization of the phase junction in other optoelectronics as
well, such as solar cells, photodetectors, and light emitters [57e65].

Apart from the crystal phase, the charge transfer/separation
process is largely affected by the selective exposure of facets, which
exhibit distinctive electronic and optical properties due to the
different atomic coordination and configurations [66]. Given this, a
novel facet heterojunction (surface heterojunction) concept was
introduced, providing a possibility of construction of hetero-
junctionwithin the same material, which is similar to orientational
heterostructure [67,68]. For example, a type-II surface junction
formed in the single-phase anatase TiO2 due to the synergy of the
favored band structures and the epitaxial interface between the co-
exposed {101} and {001} facets, resulting in the efficient separation
of photogenerated electron/hole pairs and enhanced photocatalytic
activity [69,70]. After that, the facet heterojunction have been
observed in other semiconductors, such as CeO2 ({100} and {111}
facets) [71], BiVO4 ({010} and {110} facets) [72], and BiOIO3 ({010}
and {100} facets) [73]. Such principles have shown great promise in



Fig. 4. aec) Schematics and band diagrams of orthorhombic SnS/CdS, hexagonal SnS2/CdS, and mixed-phase of orthorhombic and zinc blende SnS/CdS heterojunctions. Reproduced
with permission [35]. Copyright © 2018 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. d) Schematic diagrams for the facet heterojunction TiO2 arrays. e) Band diagram of the
(111)/(101) rutile TiO2 heterojunction. Reproduced with permission [74]. Copyright © 2019WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. f) The crystal structure and the internal
electric field of the BiOCl nanosheets. g,h) Schematic illustrations of the transfer behaviors of carriers in BiOCl nanosheets with different growth orientations on the TiO2 nanotube
arrays under dark and light illumination, respectively. Reproduced with permission [75]. Copyright © 2018 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.
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guiding the material design for more complex structures. By
designing a type-II band alignment in the (111)/(101) facets, Gao
et al. have constructed a 3D hierarchical nanostructure based on
rutile TiO2 nanosheets and nanorods [74]. In their design, ultrathin
rutile TiO2 nanosheets with different facets are coated onto rutile
TiO2 nanorod, thus the facet heterojunctions are formed among the
nanosheets and between the nanosheets and nanorod (Fig. 4d). The
first-principles calculations confirm the type-II band alignment of
the (111)/(101) heterojunction (Fig. 4e). As a result, the facet het-
erojunction structure exhibits a remarkable 45-fold increase in the
photocurrent compared to bare TiO2 nanorods.

Modulation of the heterojunction property can be also realized
by the self-induced internal electric fields of the material, known as
the built-in polarization. One example is the BiOCl nanosheets/TiO2

nanotube heterojunction [75]. As shown in Fig. 4feh, BiOCl has a
unique crystal structure that consists of tetragonal [Bi2O2]2þ posi-
tive slabs interleaved by double negative slabs of Cl atoms. Such
structure creates an internal electrical field along the [001] direc-
tion, making the photogenerated electrons and holes trend to
transfer along the [001] direction, and in the direction parallel with
the layered slabs, respectively. With the proper loading amount and
growth orientation, the synergistic effect of the heterojunction and
the self-induced internal electric field facilitates carrier separation
and transportation regulation, leading to a significant improvement
in photodetector performance, such as a dramatically decreased
dark current (z1 nA) and an ultrahigh on/off ratio (up to 2.2� 105).



Fig. 5. a) The schematic of the MoS2/ZnO heterojunction arrays. b) Scanning PL maps with integrated peak intensity (1.75e1.85 eV) of the MoS2 on the ZnO nanorods substrate. c,d)
The schematic illustration of the interfacial charge transfer based on the band diagram of pristine MoS2/ZnO and strained MoS2/ZnO, respectively. Reproduced with permission [77].
Copyright © 2018 American Chemical Society. e) STM image of a lateral WSe2/MoS2 heterojunction stacked on top of a monolayer WSe2. A moir�e pattern with serious distortion is
observed. f,g) Color-coded mappings for the valence band and conduction band, respectively. h) The band diagram of WSe2/MoS2 heterojunction with strain. Reproduced with
permission [78]. Copyright © 2018 Macmillan Publishers Limited.
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2.4. Strain engineering

It is widely known that strained materials show modified
properties compared to the pristine bulk ones. On one hand, the
strain caused by the lattice mismatch usually associated with the
undesired interface defects, which trap the photogenerated carriers
and thus prevent the diffusion of electrons and holes. In a recent
study, Rashmi et al. screened some of the most commonly studied
semiconductor material, such as TiO2, ZnO, BiVO4, CdSe, and ZnS, in
their possibility to form type-II heterojunctions [76]. According to
the authors, despite that majority of materials combinations, 221
out of 297, meet the criteria in terms of the band edge and band
offset, the lattice misfit seems more critical. After the coherency
and lattice misfit strain being considered, the possible type-II het-
erostructure combinations have been significantly restricted to 19
[76]. The rest incoherent interfaces are expected to generate a large
density of defect states and limit the efficient carrier transfer at the
interface. Nevertheless, owing to the large tolerance to lattice
mismatch, nanoscale heterojunctions demonstrated advantages in
overcoming the undesired lattice relation. As an example, a type-II
core/shell ZnO/ZnSe nanowires heterojunction with a huge lattice
mismatch of more than 20% was shown possible [13].

On the other hand, as elastic strain tunes the materials lattice
constants, its presence in semiconductor heterojunctions will
change their electronic band alignments, paving alternative routes
in bandgap engineering. Liu et al. reported an effective strain en-
gineering strategy on van der Waals interfaces by constructing a
mixed-dimensional heterostructure array based on monolayer
MoS2 and ZnO nanorod arrays, as shown in Fig. 5a [77]. As a result, a
periodically gradient biaxial-strain was applied on the monolayer
MoS2 by the patterned one-dimensional ZnO-induced nano-
indentation, resulting in a strain-optimized interfacial carrier
behavior evidenced by the decreased PL signal at strain-
concentrated regimes (Fig. 5b). Such an effect can be attributed to
the modulation of the band alignment, particularly the shift of the
Fermi level in MoS2. As the Fermi level of MoS2 shifts up under the
tensile strain, the band bending of ZnO reduces as a result of the
lowed built-in field, leading to the decreased barrier height and
facilitated carrier transfer from MoS2 to ZnO (Fig. 5c and d). Using
scanning tunneling microscopy and scanning tunneling spectros-
copy, the strain tensor and the corresponding band alignment of
theWSe2/MoS2 lateral heterojunctionwere measured directly [78].
As shown in Fig. 5e,a moir�e pattern with serious distortion is
observed in theMoS2 region, indicating the local 2D strain tensor in
the MoS2 atomic lattice. Remarkably, the strain field causes an
unexpected spatial variation of the electronic MoS2 valence band
structure, leading to a conversion of the otherwise type-II to type-I
band alignment (Fig. 5f�h).

2.5. Structure optimization

Based on the confined dimensionality, nanomaterials can be
classified as zero-dimensional (0D), one-dimensional (1D), and
two-dimensional (2D) nanomaterials. Importantly, discrete energy
levels may arise in different dimensional heterojunctions owing to
their distinct quantum confinement effects, thus causing the en-
ergy band structures to deviate from each other. Therefore, struc-
ture optimization makes a great difference to the optoelectronic
properties of the heterojunctions.

2.5.1. 0D structure
Heterojunctions based on 0D nanomaterials, such as quantum

dots, have been used as the building blocks for various optoelec-
tronic applications. The core/shell configuration is among the most
commonly studied 0D heterostructure. Compared to the bare QDs,
core/shell QDs offer further degrees of tuning of the optoelectronic
properties by band alignment engineering. In addition, the core/
shell QDs can greatly improve long-term stability by passivating the
unsaturated surface defects and trap sites to reduce the recombi-
nation loss; as well as preventing environmental effects such as
oxidation [79]. Since core/shell quantum dots with the size that
similar to or less than that of the de Broglie wavelength exhibit
pronounced quantum size effects, tailoring the core size and shell
thickness has been proven a powerful tool to modify its band
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structures. For example, Kim et al. have reported the efficient band
offset tailing in type-II CdTe/CdSe core/shell quantum dots by
controlling the shell thickness as well as the core size, resulting in
the modification of emission spectra from 700 nm to over 1,000 nm
[80].

In photovoltaics, the electron/hole pair will be produced when
an incoming photon with energy in excess of the bandgap being
absorbed by the semiconductor. In most cases, one photon can only
generate one electron/hole pair, called the hot carriers, as they tend
to thermally relax to the conduction band edge and valance band
edge rapidly, resulting in the ShockleyeQueisser limit of 31% solar
to electrical energy conversion efficiency. Several approaches have
been developed to overcome such limitations, such as multi-
junction or tandem solar cells. Another promising direction is to
generate more than one pair of electron/hole upon single-photon
absorption through the multiple exciton generation (MEG). How-
ever, the MEG effect is inefficient in bulk semiconductors due to the
rapid thermalization process. On the other hand, quantum dots
offer improvedMEG efficiencies because of the carrier confinement
in all three spatial dimensions [81]. In particular, the type-II het-
erojunctions have been considered as a promising candidate due to
the spatial separation of the photo-generated holeeelectron pair
[82]. For example, Klimov and co-workers demonstrated an almost
fourfold enhancement of multiexciton yield as well as the consid-
erable reduction of the MEG threshold by construction the PbSe/
CdSe core/shell quantum dots [83]. The enhanced MEG is mainly
attributed to the slower hot carrier relaxation rate due to the quasi-
type-II band structure, which confining the hole wave functions
around the core, while the electron wave functions are spread over
thewhole structure (Fig. 6a). The strongly confinedwavefunction of
the hole results in an increase in the core valence level energetic
gap (DEcool), and thus slows down the hole relaxation. The reduced
wavefunction overlap between the lower energy core and higher
energy shell valence levels further reduced the hole relaxation.
Furthermore, the increased Coulomb coupling between core-
localized valence band carriers leads to the decreased spatial sep-
aration between them (dee). The core/shell PbSe/CdSe QDs also
exhibits a reduced carrier multiplication threshold compared with
PbSe QDs. Since the absorption at high energies is dominated by the
Fig. 6. a) Schematic, band structure, and relaxation processes of a PbSe/CdSe core/shell QD
2014 Macmillan Publishers Limited. b) Schematic and PL lifetimes of abrupt interface CdSe/Cd
with permission [89]. Copyright © 2013 American Chemical Society. c) Energy band diagram
of type-II band offset CdS and ZnSe both in contact with the emitting smaller bandgap CdSe q
Limited.
CdSe shell, the excitation near the shell band edge leads to a
strongly asymmetric state. As a result, a fourfold increase in carrier
multiplication efficiency, and a reduction in threshold energy to
close to 2 Eg were achieved. Using pseudopotential atomistic
calculation on a type-II nanorod model, Eshet et al. predicted the
improved threshold close to two times the bandgap can be ach-
ieved by two combined effects: a sharp interface with increased
band offsets and slow exciton cooling rate by reducing the
electronephonon couplings [84].

The light-emitting diode relies on the recombination of elec-
trons and holes and the emitting of photons. At first glance, type-II
alignment does not appear to be the perfect choice for the appli-
cation in LEDs, since the holes and electrons are spatially separated
[85]. As amatter of fact, modern inorganic LED designs are based on
the concept of type-I double heterojunction [86]. Compared to
conventional pen junction LEDs, double heterojunction LEDs
possess major advantages due to the efficient carrier confinement,
allowing the significant increase of carrier density. If we consider
the core/shell quantum dots, the double heterojunction configu-
ration is analogous to the type-I band alignment. However, the
presence of electrons and holes in the same regime may cause
unfavorable nonradiative recombination. One of the major obsta-
cles that limiting the performance of LEDs is Auger recombination,
which transfers the energy of excitons to a third carrier and dissi-
pates it as heat, causing significant luminescence efficiency
reduction, knowing as efficiency roll-off or droop [87]. Therefore,
suppressing the Auger recombination is of great importance in
designing high-performance LEDs. Reducing the overlap of elec-
tron/hole wave functions using type-II or quasi-type-II alignments
is an effective method to suppress the Auger recombination. For
example, a significantly elongated Auger recombination lifetimes
was observed in the case of CdTe/CdSe type-II QDs up to a nano-
second time scale [88]. Bae et al. reported a quasi-type-II CdSe/CdS
core/shell QDs by constructing CdSexS1-x alloy layer between the
CdSe core and the CdS shell (Fig. 6b) [89]. The reduced valence-
band offset resulted from the CdSexS1-x alloy layer creates an en-
ergy gradient that facilitates hole migration from the CdS shell to
the CdSe core, thus confining the hole in the CdSe core, while the
electron is largely delocalized over the entire QD. As a result, the
and a core-only PbSe QD, respectively. Reproduced with permission [83]. Copyright ©
S core/shell and alloyed interface CdSe/CdSexS1-x/CdS core/alloy/shell QDs. Reproduced
and schematic of the geometric structure of double-heterojunction nanorod consisting
uantum dot. Reproduced with permission [94]. Copyright © 2014 Macmillan Publishers
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quasi-type-II CdSe/CdS core/shell QDs exhibit a significant
improvement of the multiexciton decay, indicating suppression of
Auger recombination. In addition, the local electric field of spatially
separated electrons/holes in type-II heterojunctions leads to a
strong excitoneexciton repulsion and therefore a Stark shift of the
absorption spectrum. As a result, the single-exciton gain with no
multiexciton Auger recombination demonstrated great potential in
optical amplification and lasing [90,91].

However, low photoluminescence quantum yield remains a
major challenge for type-II heterojunction to be utilized in LED
applications since the decreased overlap of electron/hole also
contributes to the reduced radiative recombination [92]. Several
approaches have been developed to improve the light-emitting
performance of type-II heterojunctions. For example, Tyrakowski
et al. reported the enhancement of the radiative lifetime via surface
passivation [93]. In their study, a ZnS layer was coated on the sur-
face of the ZnSe/CdS core/shell type-II QDs and results in an
improvement of quantum yield as high as 61%. Interestingly, the
enhancement of the quantum yields was attributed to the increase
of radiative rate, rather than the suppression of surface trap-related
nonradiative processes. Oh et al. developed a double-
heterojunction strategy, in which two distinct semiconductor ma-
terials (CdS and ZnSe) that would form a type-II band alignment are
in contact with the opposite end of one material with smaller
bandgap (CdSe), which allows control over the electron and hole
injection/extraction processes independently (Fig. 6c) [94].

2.5.2. 1D structure
Nano-heterojunctions based on 1D semiconductor nano-

structures such as nanowires, nanobelts, nanorods, and nanotubes
have drawn tremendous interests as the promising platform for
electronics and optoelectronics applications owing to their unique
properties. For solar cells and photodetectors, the large aspect ratio
of 1D structures providemore efficient light absorption. In addition,
the large geometrical anisotropy along different dimensions
shortens the carrier transit time while prolongs the photon ab-
sorption path length [95,96]. For LEDs, significant improvement of
internal quantum efficiency has been demonstrated using 1D
structures via the modification of spontaneous emission as well as
the light extraction efficiency via the light flow molding [96].
Furthermore, the 1D structure can act as waveguides and provide
sufficient resonant feedback for semiconductor lasers [97].

In general, 1D heterojunctions can be classified into axial or
radial heterojunctions. For the axial heterojunctions, the elastic
relaxation is much more efficient, thus leading to a wider choice of
the material combination compared to the thin-film structures.
Ideally, a dislocation-free layer with arbitrary thickness can be
obtained, as the critical thickness beyond which interfacial dislo-
cations appear, is depended on the radius of the nanowire and
becomes infinite for radii less than some critical value [98]. In
comparison with radical heterojunctions, axial heterojunctions
have a particular advantage in construction multi-junction for
tandem architectures [99]. However, it is more challenging to
synthesize the axial heterojunction in practical due to the stringent
requirements of crystallographic relationships [100]. Lu et al. re-
ported the synthesis of vertically aligned ZnO/ZnS axial hetero-
junctions using a one-step thermal evaporation process and
demonstrated their piezotronics property [101]. With a junction
formed along the axial direction, the electronic or photonic prop-
erties of axial heterojunctions exhibit unique interface polarity
dependence, especially for IIIeV and IIeVI semiconductors [102].
Schuster et al. studied the emission dependence on the polarity of
GaN/ZnO heterojunction [103]. Their simulations based on different
polarity configurations reveal the strong dependence of band
structure and electric field on the polarity. Furthermore, a polarity
inversion from N-polar for GaN to Zn-polar for ZnO is observed
experimentally.

For radial heterojunctions, the core/shell configuration is the
most commonly studied case. One particular advantage of the core/
shell configuration is to decouple the directions of light absorption
and charge carrier transfer, allowing the carriers to be separated
efficiently across the radial heterojunction with a short transfer
path while maintaining the strong absorption length of the nano-
wire [104]. Therefore, core/shell heterojunctions have demon-
strated great promising for solar cells and photodetectors. For
example, we have successfully synthesized nearly lattice-matched
all wurtzite CdSe/ZnTe core-shell nanowires on silicon substrates
using a two-step method combining thermal evaporation and
pulsed laser deposition [105]. The small lattice mismatch of ~0.08%
between CdSe and ZnTe leads to a sharp, core-shell interface,
indicating that the core is acting as a structural template for the
shell. Further photoluminescence and Raman spectroscopy char-
acterizations confirm the type-II band alignment and efficient
charge separation of photogenerated electron/hole pairs across the
CdSe/ZnTe interface. On the other hand, the rational design of the
surface and interface geometry can be utilized to engineering the
light scattering, transmission, and reflection, thus further improve
the light absorption and the device performance. Recently, Hu et al.
designed a unique U-shaped core/shell photodetector based on
electrospun SnO2 nanofibers, and ALD deposited ZnO [106]. The
theoretical simulations by the FDTD method demonstrated the
great enhancement of the light-trapping when illuminated from
the backside. As a result, the photodetector exhibits a high photo-
to-dark current ratio up to 104 at around 280 nm. Additionally, it
possesses a significantly improved UV selectivity with a UVevis
rejection ratio of 2.0 � 103, attributed to light confinement in the
U-shaped structure. Regarding the 1D nanostructure, a vertically
aligned array structure provides additional advantages such as
enhanced light collection, more efficient carrier collection, and
possible cost reduction. Our group reported a vertically aligned
CdSe/CdTe core/shell nanowire arrays photodetector [107]. By
designing a type-II heterojunction structure, the detection range of
the device has been successfully extended to the near-infrared
range. Furthermore, the vertically aligned structure allows the
further improvement of the device performance by applying the
piezo-phototronic effect, leading to 4 orders of magnitude
improvement of photoresponsivity.

Furthermore, the 1D structure provides an important platform
to be integrated with other dimensional nanomaterials [108,109].
One typical example is the QD-sensitized solar cell, inwhich light is
absorbed by QDs and the excited electrons are injected into the
transparent metal oxides like TiO2 or ZnO. In comparison to the
nanoparticle in which the disordered inner connection may hinder
the efficient charge transportation, it is well believed that the 1D
structure can facilitate the photogenerated carrier transfer and thus
decrease the recombination loss [110]. However, the potential of 1D
structured QD-sensitized solar cell is yet to be fully explored,
mainly because of the low QD-loading amount [111]. To further
push the performance of solar cells to the limit, it is of great
importance to gain a fundamental understanding of the optoelec-
tronic processes at the nanoscale interface. In this content, Sun and
co-workers have established a “nanolab” platform in the TEM for in
situ photoelectrical studies [112]. In order to perform the in-situ
investigation, the authors designed a state-of-the-art TEM holder
by incorporating a light sourcewithin the holder. As shown in Fig. 7,
a TiO2 nanowire/CdSe QDs solar cell was used as an example with a
typical JeV curve. The influence of the defect on the solar cell
performance was systemically investigated by in-situ controlling
the position of the Pt electrode. Interestingly, a clear decrease of the
photocurrent density was observed as the interface area increases,



Fig. 7. a) Schematic diagram of the in situ fabrication of an individual TiO2 nanowire/CdSe QDs heterojunction solar cell. b�d) TEM images of the heterojunction solar cell devices
with the different interface areas (the interface is highlighted using false color). e) Comparison of the efficiency of different QD-based solar cells. Reproduced with permission [112].
Copyright © 2019 Springer Nature Limited.
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confirming the interface associated defects as the major limitation
to the performance of the solar cell.

2.5.3. 2D structure
Heterojunctions based on 2D material have attracted tremen-

dous research interests due to their unique structures and excellent
electronic and optoelectronic properties. In contrast to traditional
heterostructures inwhich different materials are epitaxially grown,
arbitrary combinations of 2D layer materials can be stacked me-
chanically with the help of the weak van der Waals interlayer in-
teractions to form the vertical heterojunctions without the strict
lattice match limitation. Therefore, it offers tremendous possibil-
ities in construction heterojunctions with diverse functions that are
not possible elsewhere [18,113].

Because of the atomic thickness layer structure, the Van der
Waals heterojunctions exhibit many intriguing optoelectronic
properties. Among different 2D materials, transition metal dichal-
cogenides (TMDs) have received tremendous interests owing to
their unique electronic and optical properties, such as high carrier
mobility, strong lightematter interaction. In addition, the van der
Waals heterojunctions provide perfect platforms to probe the op-
toelectronics process and the underlying physics mechanism at the
atomic scale. By using the femtosecond pump-probe spectroscopy,
Hong et al. investigated the dynamical charge transfer in atomically
thin MoS2/WS2 heterostructures [114]. Using femtosecond pump-
probe spectroscopy, an ultra-fast transfer rate of the photo-
generated holes from the MoS2 layer to the WS2 layer within 50 fs
was observed. A similar dynamic was observed in MoS2/MoSe2
heterojunction, where the electrons transfer from MoSe2 to MoS2
and the holes in the opposite direction on the same sub-picosecond
time scale [115]. Additionally, spatially indirect excitons with longer
recombination lifetimes were formed by the electrons and holes
after transfer. On the other hand, Rivera et al. measured the long-
lived interlayer excitons in monolayer MoSe2eWSe2 hetero-
junctions of ~1.8 ns lifetime, an order of magnitude longer than
intralayer excitons in individual monolayers due to the type-II band
alignment [116]. Furthermore, Kozawa et al. observed the interlayer
energy transfer between strongly bound in-plane excitonic dipoles
[117]. Overall, the ultrafast charge transfer and long electron/hole
recombination times suggest that Van der Waals heterojunctions
should be promising candidates for various optoelectronic appli-
cations [118].

Besides the van der Waals stacked heterojunctions, it is feasible
to create a lateral heterojunction by forming an in-plane line
interface between 2D materials. Compared to the Van der Waals
heterojunctions, it is challenging to grow lateral heterojunctions
because of the strong in-plane covalent bonds, but often provides
unique band alignment and strong built-in field. In most cases,
realizing the lateral heterojunctions is achieved by the edge epitaxy
method, which relies on the growth of one TMD on the active edge
of a dissimilar TMD [119]. For example, Li et al. reported the syn-
thesis of a lateral WSe2eMoS2 heterojunction via a two-step
epitaxial growth [120]. The WSe2 layer was first grown on the
sapphire substrate, followed by the edge epitaxy of MoS2 along the
W growth front. Despite the large lattice mismatch, an atomically
sharp interface was observed by the high-resolution scanning
transmission electron microscopy. Furthermore, the WSe2/MoS2
heterojunction device exhibits excellent electronic and optoelec-
tronic properties, such as a good rectification character and an
obvious photovoltaic effect.

2.5.4. Mixed-dimensional structure
Although each class of low-dimensional structures possesses

advantageous optical and electronic properties, there are some
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intrinsic limitations. For example, the 0D materials may potentially
have high light emission quantum yields, as the carrier localization
tends to suppress nonradiative recombination loss; however, films
of 0D materials generally have low carrier mobilities due to large
tunneling barriers. 1D systems, especially those with array struc-
tures, typically have relatively large sizes in the range of 100 nm,
thus exhibit less profound quantum confinement effect. 2D mate-
rials, in particular those a-few-monolayer structures, have small
active volume, thus usually cannot offer adequate optical absorp-
tion for detection related applications; and are more sensitive to
structural defects, thus tend to yield low light emission quantum
yields. By combining the nanomaterials of differing di-
mensionalities, mixed-dimensional heterojunctions present some
unique properties and thus provide an alternative to bypass the
intrinsic limitations. One typical example of the mixed-
dimensional heterojunctions is the 0De1D QD-sensitized solar
cells as we mentioned before. Here, we would like to discuss the
emergent mixed-dimensional van der Waals heterojunctions. As
we know, the van der Waals interactions are the key to form the
vertical 2D heterojunctions. However, the van der Waals in-
teractions are not limited to the 2D layered materials. Since the
surface of most low-dimensional materials is dangling-bond-free,
they are ready to interact with each other by the van der Waals
forces, resulting in 2De0D, 2De1D, and 2De3D van der Waals
heterojunctions [121,122]. For instance, benefited from the strong
and size-tunable light absorption of PbS QDs and the high carrier
mobility of the MoS2 monolayer, a hybrid 2De0D MoS2ePbS QD
photodetector exhibits excellent responsivity of up to 106 A W�1

(Fig. 8a) [123]. A self-powered UV/Vis photodetector based on
Fig. 8. a) Device schematics of the 2De0D MoS2ePbS QD photodetector, which consists of a
The colloidal PbS quantum dot film is overcoating the whole device architecture. Reprodu
Weinheim. b) Schematic diagram of the Se/InSe pen heterojunction device. Inset: The atom
[124]. Copyright © 2020 The Royal Society of Chemistry. c) Schematic showing the core/she
Structure models and unit vectors of the hexagonal (SnS2) and orthorhombic (SnS) lattices.
KGaA, Weinheim. d) Schematic illustration of the vertical point WSe2/MoS2 pen heterojunc
2De1D heterojunction photodiode consisting of Se nanotubes and
InSe nanosheet demonstrated a high responsivity of the 110 AW�1

and a fast response speed of 30 ms (Fig. 8b) [124].
Besides straightforward layer-by-layer integration of the mate-

rials with different dimensions, more complicated mixed-
dimensional heterojunctions have been developed by design. Sut-
ter group reported the spontaneous formation of a unique wrap-
around SnS/SnS2 core/shell heterostructure via a one-pot vapor
transport synthesis [125]. As shown in Fig. 8c, the SnS form a typical
layer-by-layer geometry but enclosed in a wrap-around SnS2 shell.
During the growth, the structural mismatch with SnS and sulfur-
rich tin chalcogenides forces the formation of a phase-separated,
layered SnS2 shell. Importantly, SnS and SnS2 create two distinct
interfaces, namely parallel and perpendicular, due to the different
geometries, resulting in interesting anisotropic electron transfer
behaviors. For the parallel interface, carriers have a low trans-
mission probability since they have to traverse the Van der Waals
gaps in the layered SnS core. On the other hand, the perpendicular
interface possesses a higher transmission probability as the carriers
flow along with the individual SnS sheets. In addition, the type-II
band alignment provides extended light absorption and reaches
into the NIR, making it promising for optoelectronics applications.

For 2D heterojunctions, we can use metals or semimetals like
graphene as the electrode and insulators like 2D h-BN as the
dielectric layer. Therefore, it is possible to not only construct mixed-
dimensional heterojunctions but also to design mixed-dimensional
contact at the device level and achieve some unique performance.
For many electronic and optoelectronic applications, the channel
thickness and gate length are of vital importance. However, for
few-layer MoS2 nanosheet on top of the Si/SiO2 substrate with Ti/Au source and drain.
ced with permission [123]. Copyright © 2014 WILEY-VCH Verlag GmbH & Co. KGaA,
ic structure for the cross-section of the heterojunction. Reproduced with permission
ll structure consisting of a layered SnS core enclosed by a few-layer SnS2 shell. Insets:
Reproduced with permission [125]. Copyright © 2019 WILEY-VCH Verlag GmbH & Co.
tion. Reproduced with permission [127]. Copyright © 2020 American Chemical Society.
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vertically stacked Van der Waals heterostructures, it remains a
challenge to construct nanoscale contact since the in-plane sizes
are usually in microscale [126]. To solve this issue, a vertical point
junction was designed, in which a 2D WSe2/MoS2 type-II hetero-
junction was sandwiched between two cross-stacked carbon
nanotubes, as shown in Fig. 8d [127]. Importantly, the optoelec-
tronic properties can be modulated by the gate voltage, resulting in
three different photodetecting modes, mainly attributed to the gate
modulated built-in potential in the type-II heterojunction and the
Schottky barrier between CNT and WSe2/MoS2. Furthermore, the
heterostructure exhibits outstanding photovoltaic properties with
the photoresponsivity and the external quantum efficiency of
179 mA/W and 42.7%, respectively.

2.6. External fields

Externally applied fields, such as pressure, temperature, electric
and magnetic fields, can have great influences on the properties of
type-II heterojunction. Given this, many novel optoelectronic de-
vices have been developed to explore the possibility of utilizing the
external fields as effective tools to modulate the charge carrier
generation, separation, transport, and recombination behaviors.

2.6.1. Stress
As we mentioned in 2.4, the strain engineering is crucial in

designing type-II heterojunctions. Yet, the strain at the hetero-
junction interface is mainly determined by the intrinsic lattice
mismatch of the forming semiconductor materials. On the other
hand, applying an external stress provides additional modifications
on the optoelectronic properties of the type-II heterojunctions. For
example, the piezo-phototronic effect, which coupling the semi-
conducting, optical, and piezoelectric properties, has drawn
tremendous interest recently [128e133]. The basic concept of the
piezo-phototronic effect relies on the piezopotential at the semi-
conductor interface introduced by the external stress in piezo-
electric semiconductors (such as wurtzite ZnO, GaN, CdS, and
transition metal dichalcogenide MoS2). The piezopotential acts as a
“gate” voltage for the modulating the interface band structure and
controlling the transport of the charge carriers, hence, optimizes
the optoelectronic properties effectively [134,135]. After first
demonstrated in the single ZnO nanowire, the piezo-phototronic
effect has been soon explored in various heterojunction struc-
tures [136e139]. The photodetector is one of the most widely
studied applications of type-II heterojunctions employing the
piezo-phototronic effect [140e143]. By taking advantage of the
piezo-phototronic effect and type-II band configuration, we have
developed a UV/visible photodetector based on a fully wide-
bandgap ZnO/ZnS core/shell nanowires (Fig. 9a and b) [144]. The
broadening of the detection range was attributed to the intra-band
transition between the ZnS valance band and the ZnO conduction
band, and the enhancement of the photoresponse was due to the
band structure modulation caused by the piezopotential under
applied stress. Similar to the photodetectors, solar cell efficiency
can also be enhanced through the piezo-phototronic effect
[145,146]. A simple Si/ZnO heterojunction was fabricated by direct
growth of the ZnO nanowire arrays on a serious silicon substrate
(Fig. 8c and d). The efficiency was improved significantly due to the
beneficial light absorption owing to the nanowire array configu-
ration and the improvement of the charge carrier transport due to
the strain-induced piezoelectric polarization [147]. In addition, the
piezo-phototronic effect has been applied to developing high-
performance LEDs (Fig. 9e and f) [148e152]. More importantly,
the unique properties of the piezo-phototronic provide potential
approaches for next-generation optoelectronic devices, such as
tactile sensor matrix and electronic skins [153].
On the other hand, externally applied pressure can alter the
optoelectronic properties of materials by means of tuning their
lattice parameters. A unique pressure-induced positive to negative
photoconductivity transition was observed in a recent study [154].
The photoconductivity of a WO3/CuO heterostructure evolves from
positive photocurrent (PPC, where the electrical conductivity in-
creases with irradiation), to PPC with PrPPC (positive persistent
photoconductivity), and finally to IPC (inverse photoconductivity,
where the electrical conductivity decreases with irradiation) with
PrIPC (persistent inverse photocurrent), as the external hydrostatic
pressure increases. Such a unique feature was mainly attributed to
the reduction of the WO3 bandgap resulted from the WO6 octa-
hedral distortion under pressure. The p-type WO3 and n-type CuO
formed a heterojunction with a large energy barrier, electron/hole
pairs are generated predominantly in CuO under illumination and
recombine after laser being switched off. Under the higher pres-
sure, the formation of reduced W(6ex)þ color centers started to
occur and decreases the energy barrier between CuO and WO3,
making the transformation of electrons and holes possible. In
addition, the oxygen vacancies formed at the interface causes the
electron trapping and the recombination more difficult, thus, the
PrPPC arise with the excess of holes. The bandgap can be further
reduced to 0.7e1.0 eV upon further increased pressure, in such
case, the transfer of electrons will only occur from CuO to WO3,
causing the inversed photocurrent.

2.6.2. Electric field
For the type-II heterojunction, an external electric field can

modulate the polarization of the charge carriers. One of the well-
established methods is via the applied gate voltage. For example,
MoS2/WSe2 van der Waals heterojunctions exhibit gate-tunable
rectification characteristics [155]. Due to the absence of lateral
transport, the underlying mechanism can be described by Shock-
leyeReadeHall (SRH) recombination mediated by inelastic
tunneling of majority carriers into trap states in the gap and/or
Langevin recombination by Coulomb interaction, which is different
to those of a conventional pen junction diode. Additionally, bipolar
behavior was observed in the same system (Fig. 10a) [156]. Due to
the ambipolar behavior of WSe2, the heterojunction has either
resistive nen behavior at a positive voltage or pen junction diode-
like rectification behavior at the negative voltage. The device
operated under pen regime demonstrated promising photovoltaics
performance.

Interestingly, sometimes it is not necessary to provide an
external electric field, the light itself can act as the gate voltage as
photogating. If the photo-generated carriers are trapped in the
localized states, usually located at defects or the surface of the
semiconducting material, they can serve as the gate voltage by
producing an additional electric field. This photogating mechanism
is of particular importance for nanostructured materials, where the
carrier lifetime is greatly prolonged due to the surface-to-volume
ratio and reduced screening. Recently, photodetectors based on
photogating have gained increasing interest owing to their high
responsivity, which is attributed to high photoconductive gain
[157]. Tan et al. reported a graphene-contacted WS2/MoS2 mono-
layer heterojunction with a photoresponsivity of up to 2340 AW�1

and an internal photoconductive gain of over 3.7 � 104 [158]. The
type-II band alignment ensures the spatial separation of the
photoexcited carriers, resulting in the accumulation of electrons in
MoS2 layer and holes in WS2 layer. Under light illumination and
applied bias, the photogenerated electrons and holes drift toward
the opposite direction. The electrons were being collected and
contributes to the photocurrent, while the holes tend to accumulate
due to the trap states. Thus, the holes are acting as a positive gate
and lower the Schottky barrier between WS2 and the graphene



Fig. 9. a) Schematic illustration of the ZnO/ZnS core/shell nanowire photodetector. Inserted is the silver-coated polyester zigzag top electrode. b) Photocurrent response with
respect to compressive loads. Reproduced with permission [144]. Copyright © 2015 American Chemical Society. c) Schematic of the ZnO/Si solar cell. d) Vertical pressure
dependence of the J�V characteristics. Reproduced with permission [147]. Copyright © 2017 American Chemical Society. e) Schematic demonstration of piezo-phototronic effect
enhanced light emissions of ZnO-nanofilm/Si-micropillar heterostructure LED arrays under strain. f) Enhancement factor E of the LED intensity versus strains ε, together with the
corresponding images of light emissions. Reproduced with permission [148]. Copyright © 2015 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.

Fig. 10. a) Current map of MoS2/WSe2 heterojunction. At VG > �10 V, both flakes are n-type and the device shows resistive behavior. In the range of �71 V < VG < �47 V, the
electrical characteristic exhibits a p�n diode-like behavior. Reproduced with permission [156]. Copyright © 2014 American Chemical Society. b�d) Band schematic of a vertically
stacked WS2/MoS2 heterostructure without potential and light irradiation while applying positive back-gate potential, under light irradiation, respectively. Reproduced with
permission [158]. Copyright © 2017 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. e,f) Schematics of the cross-section of the light-driven WSe2/ZnO junction field-effect
transistor without and with light illumination, respectively. g�j) The energy band diagrams at the junction with illumination at different top-gate voltage. The blue and red
dots represent the electrons and holes, respectively. Reproduced with permission [161]. Copyright © 2019 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.
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electrode. The lowered Schottky barrier, in turn, facilitates the re-
injection of electrons, leading to the significantly large photocon-
ductive gain (Fig. 10b�d). Different from the hole trapping mech-
anism, Tsai et al. designed a “hole puddle” strategy to improve the
response time [159]. In their design, the WSe2 nanodots were
embedded in the WS2 matrix via sequential oxidation and CVD
regrowth, creating massive WSe2/WS2 heterojunctions. In turn, the
charge separation is achieved by the fast interlayer electron transfer
and excitonic dynamics, which offers a significantly faster temporal
response than the aforementioned result, in which the long-lived
trap state dominates the process of electron/hole recombination.
Though great efforts have been devoted to improving the optical

gain, the common problem of the trap-assisted gain mechanism is
the slow response time because both key parameters are closely
involved with the carrier lifetime [160]. In order to solve this issue,
Guo et al. designed a light-driven WSe2/ZnO junction field-effect
transistor in aim to break inherent gaineresponse time tradeoff
[161]. In their design, a distinct gain mechanism from photogating
is proposed. In the dark, the high resistance of WSe2 weakens the
effect of top-gate voltage and creates a depletion region within the
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ZnO channel (Fig.10e,h). Under light illumination, the photocarriers
excited in WSe2 will reduce the resistance of WSe2 and generate an
effective conductive path for the top-gate voltage to control the
depletion region in ZnO. If a negative gate voltage is applied, the
conductive path will result in the enlarged depletion region and a
dramatic increase in the channel resistance. On the other hand, a
positive gate voltage will cause the channel resistance decreasing
as the depletion region shrinks. Overall, in this unique architecture,
WSe2 is acting as a light-driven switch to control the extent of the
field-effect modulation on ZnO channel conductance. Therefore,
the gain and response time have been successfully decoupled, as
the gain is modulated by the field effect, and the response time is
determined by the switching speed of the switch layer WSe2. In
addition, the device exhibits photocurrent polarity due to the type-
II band alignment (Fig. 10g�i). As a result, this device has demon-
strated excellent performance, such as a high responsivity of
4.83 � 103 AW�1 with a gain of z104 and a rapid response time of
z10 ms simultaneously.

With the appealing property of spontaneous electric polariza-
tion, ferroelectric materials have beenwidely used in electronic and
optoelectronic devices [162e165]. The key advantage of coupling
ferroelectric materials with type-II heterojunction is the remnant
built-in potential created by the external electric field, which can be
utilized as a means to tune the carrier transport properties at the
interface. For example, Li et al. reported a ferroelectric V-doped ZnO
nanosheets/p-Si heterojunction photodetector [166]. The interface
energy band along with the generation, separation, and trans-
portation of the photogenerated electron/hole pairs can be effec-
tively modulated, resulting in a large enhancement in
photoresponse in contrast with the non-ferroelectric ZnO/Si PD
(Fig. 11a).

2.6.3. Magnetic fields
The magnetic fields can also affect heterojunction performance.

Our group has investigated the coupling effect of magnetic fields on
piezotronic and piezophototronic properties of ZnO and ZnO/Co3O4
core/shell nanowire arrays [167]. With the existence of the external
magnetic fields, a portion of electrons migrated to the surface of
nanowire due to the Lorentz force, which has a negative effect on
the conductivity of nanowire. On the other hand, the magnetic field
facilitates the separation and mitigates the recombination of
photoinduced electron/hole pairs, which offer a positive effect. The
trade-off of those two effects results in the opposite response of the
photocurrent with and without magnetic fields applied (Fig. 11b).

2.6.4. Temperature
Temperature is another important factor which affects the

properties of the heterojunctions. In this regard, the pyroelectric
effect, which results from the temperature-induced spontaneous
polarization in certain anisotropic materials, has been demon-
strated as an efficient strategy to modulate the carrier transfer
behaviors [168]. A novel concept, pyro-phototronic, which com-
bines the pyroelectric effect, photonic excitations, and semi-
conductor properties, has drawn tremendous interest recently
[169e173]. For example, the performance of a P3HT/ZnO nanowire
array solar cells has been largely enhanced by applying an external
cooling temperature variation [174]. Alternatively, by utilizing the
light-self-induced pyro-phototronic effect, both response time and
responsivity have been improved dramatically for a UV photode-
tector based on p-Si/n-ZnO type-II heterojunction without external
heating or cooling source [175]. Interestingly, by combining the
pyroelectric characteristic of ZnO and the thermoelectric charac-
teristic of SnS, a unique light wavelength-induced photocurrent
polarity was observed in the ZnO/ZnS heterojunctions [176]. The
deposited SnS layer is partially transparent to visible light
illumination but opaque to UV light illumination. Therefore, under
visible light illumination, the temperature gradient inside ZnO
creates a distribution of polarization charges with localized positive
charges at the heterojunction interface and negative charges at the
Ag electrode side. In this case, the electrons would flow in the
external circuit from the Ag electrode to the ITO electrode. When
the light illumination is turned off, the photovoltaic current rapidly
disappears and the gradually decreased temperature causes a
negative pyroelectric current. On the other hand, the UV light
illumination only causes the temperature gradient inside the SnS.
The inner thermo-potential of SnS suppressed the transport of
holes toward the ITO electrode, thus resulting in resulting in elec-
tron flow in the external circuit from the ITO electrode to the Ag
electrode (Fig. 11cef). In addition, differently from conventional
devices, which exhibit inferior performance under low tempera-
tures, the temperature-dependence nature of the pyro-phototronic
effect provides a promising approach for many cryogenic envi-
ronment applications [177,178]. Alternatively, Zhang et al. designed
another type of temperature enhanced solar cell by combining the
photovoltaic and thermoelectric effects [179]. The thermo-
phototronic effect enhanced solar cell was fabricated based on
InP/ZnO nanorod heterojunction. In their design, an inner ther-
mopotential was generated by applying a cooling operation on the
InP, leading to the facilitated hole transport in the InP, as well as the
modulation of the band aliment at the interface, which helps the
release of trapped electrons (Fig. 11g and h). As a result, the output
current and voltage under light illumination were enhanced by
27.3% and 76%, respectively.

3. Synthetic strategies for Type-II nano-heterojunction

Obtain a high-quality interface is a prerequisite in order to
efficiently engineer the distinguished interface effect of type-II
nano-heterojunction and enhance the device performance. Over
the last decades, numerous methods have been developed to
fabricate nano-heterojunctions. Instead of listing each synthesis
technique, we delineate the generic methodologies for the fabri-
cation of type-II nano-heterojunction in this section. Therefore, we
here summarized and classified the fabrication methods into
several categories based on the strategical perspective. While our
emphasis is on type-II nano-heterojunction, some other nanoscale
junctions will also be reviewed and discussed to have a broader
view. We hope this can provide a cognitive framework and effec-
tively help future research to improve existing production methods
or develop new methods.

3.1. Solution-phase growth

Besides the one-step direct synthesis method, which is not
feasible for the fabrication of some complex structures, the multi-
step synthesis method is being exploited. One of the most exten-
sively explored approaches is to combine the initial growth of one
semiconductor and the secondary growth of another with the
former essentially served as the substrate for the latter. Therefore, a
much wider range of material combinations and structures can be
achieved. Similar to the direct synthesis approach, secondary
growth can be achieved by both solution-phase and vapor-phase
methods.

For 0D nanocrystals, the solution-phase methods are often to be
used for the construction of epitaxial heterostructures. For the
synthesis of the shell materials, several approaches have been re-
ported such as hot-injection, successive ion layer adsorption and
reaction (SILAR), and solvothermal/hydrothermal method. In a
typical route, the existing nanoparticles are serving as the “seeds”
and providing nucleation sites for the second material to be grown.



Fig. 11. a) V-doped ZnO nanosheets/p-Si heterojunction photodetector. The red line is under a forward bias of þ1 V, and the black dotted line is under 0 bias. Reproduced with
permission [166]. Copyright © 2019 Elsevier Ltd. b) Schematics of energy bands alignment and electron movement of ZnO/Co3O4 heterojunction under magnetic field directed
perpendicularly out of the paper. Reproduced with permission [167]. Copyright © 2018 American Chemical Society. cef) Energy-band diagram of the ZnO/SnS heterojunction with
light illumination, upon visible light illumination, when turning off the visible light illumination, and upon UV illumination, respectively. Reprinted under the CC BY-NC-ND 4.0
license [176], Copyright © 2018 Bangsen Ouyang et al. g,h) Energy band diagram of the InP/ZnO heterojunction solar cell in absence of temperature gradient, and after applying a
temperature gradient, respectively. Reproduced with permission [179]. Copyright © 2017 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.
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The energy required for heteronucleation is considerably lower
than that for homonucleation, resulting in the favorable sup-
pressing of the homogeneous nucleation during the shell growth
process [180]. Besides the reaction temperature, precursor and
ligand concentrations, lattice mismatch is another important
parameter to be taken into account since the interfacial strain plays
a crucial role in determining the nucleation energy as well [14].

The solution-phase method has shown promising in the syn-
thesis of other heterojunctions as well due to its low-cost, easy
operability, and high yield. For example, a dense and uniform CdTe
shell with a zinc-blende phase was deposited on the wurtzite ZnO
nanorod core by an electrochemical deposition method [181]. The
shell thickness can be tuned by adjusting the total charge quantity.
On the other hand, the layer-by-layer precise control of the shell
thickness can be achieved using the SILAR method, where the
cationic and anionic precursors are injected alternatively, thus only
half of a monolayer was deposited at a time. Using this method, a
3D-branched ZnO/CdS nanowire arrays were fabricated and
demonstrated promising performance for solar water splitting
[182].

3.2. Vaper-phase growth

As compared with the solution-phase methods, vapor-phase
methods generally offer higher crystalline quality and better
epitaxial growth at the interface [183]. Among different vapor-
phase methods, the chemical vapor deposition (CVD) has been
extensively explored for creating nano-heterojunction materials. It
should be noted that in nanomaterial fabrication, the CVD reaction
was routinely carried out in the tube furnace setup, which shares a
lot of similarities with the thermal evaporation method in terms of
the experimental procedures. Therefore, in this review, we do not
distinguish CVD and thermal evaporation methods, or a broad
concept of vapor transport/growth, which are often used
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interchangeably in different publications. Taking the well-studied
IIeVI semiconductor as the example, Myvng et al. reported the
synthesis of wurtzite/wurtzite ZnO/CdSxSe1ex core/shell nanowire
arrays with full range tunable shell composition by adjusting the
CdS/CdSe precursor ratio and the controllable thickness over
deposition temperature or time [184].Whilst a completely different
nanotree-like morphology was reported by slightly adjusting the
reaction parameters [185]. Moreover, changing the precursor into
ZnSe/CdSe mixed powder resulting in the forming of wurtzite/zinc-
blende ZnO/ZnxCd1exSe heterojunctions [186]. The polytypic
structure, namely double-shell structure, superlattice structure,
and twinned superlattice structures can be created by tuning the
composition of the mixed precursor. The same structure can also be
archived by using Zn, Cd, and Se mixed powder instead [187]. On
the contrary, a wurtzite/amorphous ZnO/ZnSxSe1�x core/shell
nanowire arrays were reported by another group [188]. Using the
same method, More complex compositions and structures, such as
ZnO/ZnxCd1�xSeyTe1�y core/shell and ZnO/ZnSxSe1�x/ZnSe double-
shelled heterostructures can be easily obtained [189,190]. Those
reports clearly indicated rich variability of deposition parameters
and the great controllability on the composition, morphology, and
crystallinity of the CVD method. It is challenging for the one-step
synthesis of nanoscale heterojunction by the vapor-phase
methods. Nevertheless, such an issue can be addressed by chang-
ing the growth condition during the growth progress [191]. For
example, Pan group developed a simple and effective source
switchable vapor growth strategy. By using a step motor to pre-
cisely control the position of the source materials, 1D axial heter-
ojunctions, such as CdS/CdSxSe1ex and CdS/CdSSe/CdS have been
successfully synthesized [192,193].

For many applications, it is desirable to assemble the hetero-
junction building block horizontally for better integration into the
mainstream planar architecture [194]. In most cases, it is realized
by the several post-growth processes, involving the collection,
transformation, and rearrangement of the pre-synthesized mate-
rials [195e197]. Alternatively, guided growth of horizontally
aligned nanowires provides advantages by combining synthesis
and assembly in a single step, thus, allowing precise control of the
location, orientation, and layout [198]. Via a vaporeliquidesolid
(VLS) growth, the guided growth of horizontally aligned hetero-
junctions, such as ZnSe@ZnTe core/shell nanowires and CdS/CdSe
core/shell nanowalls [199,200], were demonstrated. Interestingly,
giving the formation of the shell was largely determined by the core
behavior, the crystal phase, either wurtzite or zinc blende, and
crystallographic orientations of both can be well controlled by the
substrate selections and the growth conditions.

The advantages of compositional control and large-scale syn-
thesis have made the metalorganic chemical vapor deposition
(MOCVD) an emerging technique for the fabrication of semi-
conductor materials and heterojunctions for electronic and opto-
electronic applications [201,202]. Based on the mature commercial
use of MOCVD technology for the production of compound semi-
conductors, a variety of heterojunctions have been synthesized so
far, such as CdS/ZnS [203,204], ZnSe/ZnCdSe [205], ZnO/Cu2O [206],
ZnO/ZnS [207], ZnO/ZnSe [208], and SnS/MoS2 [209]. As a variant of
CVD, it is more commonly adopting the name to be metalorganic
vapor phase epitaxy (MOVPE), which emphasizes its high-quality
epitaxial nature [210]. In comparison to conventional CVD,
MOCVD provides improved control over nucleation and uniform
growth by using vapor-phase precursors [211]. In addition, the
continuous development of the MOCVD precursors chemistry has
made great progress in reducing the thermal budget needed for
integration in optoelectronics [212].

After first developed in the early 1970s, atomic layer deposition
(ALD) has gained recognition as one of the sophisticated in precise
control of material deposition at the atomic level [213,214]. It dis-
tinguishes from CVD with the characteristic feature of alternate
supply of precursors in a cyclic manner, leading to a layer-by-layer
growth and accurate thickness control [215]. The saturative surface
reaction in each cycle allows the deposition to be self-limiting,
ensuring excellent conformality on high aspect structures
[216,217]. Compared to other deposition methods, ALD has
demonstrated a particular advantage in creating uniform coatings
on certain complex structures, for instance, anodic aluminum oxide
(AAO) template and 3D opal template [218e225]. Besides the
coating of the active materials, another distinct characteristic of
ALD in constructing high-performance heterojunction is its capa-
bility to deposit uniform and sub-nanometer-thickness interfacial
layer. To prevent the excess charge recombination origins from
large surface area and poor-quality interface caused inefficient
charge carrier separation, it is sometimes necessary to introduce an
extra ultrathin interfacial inorganic layer, such as Al2O3 [226,227],
TiO2 [228e231], and ZnS [232], which acting as passivation of
surface defect sites, or as a tunneling barrier for electron/hole
recombination, or to build a surface dipole and modulate the dis-
tribution of charge across the interface [233,234].

Compared to CVD, physical vapor deposition (PVD), which rely
on the vaporization, either thermodynamically (evaporation and
ablation), or by the bombardment with energetic ions (sputtering),
and later deposition of the precursor materials, provides a
straightforward alternative with large-scale fabrication capability
and has been widely used in creating functional interfaces for mi-
croelectronic and optoelectronic applications [235e237]. However,
it often suffers from the inferior interface properties due to the
amorphous or polycrystalline nature of the deposited materials
[238]. In addition, as a so-called line-of-sight deposition technol-
ogy, the shadowing effects of PVD, especially the sputtering
method, often cause an inherent poor coverage of the deposited
material. Therefore, it is more suitable for the planar thin-film
configuration [239e242]. Nevertheless, a few attempts have been
made to adapt conventional PVD methods in constructing nano-
scale heterostructures, it usually requires multiple steps combining
several other techniques. For example, Guo et al. developed a MoS2
nanoflakes/TiO2 nanocavity arrays heterostructure by a combined
PVD and CVD strategy [243].

The pulsed laser deposition (PLD) method is yet another
promising approach in the synthesis of heterostructures. As a
physical vapor deposition method, PLD holds many advantages for
nanoscale heterojunction synthesis: (1) with the energy source
being outside the vacuum chamber, it provides a much greater
degree of flexibility in materials use and geometrical arrange-
ments; (2) the growth rate can be well controlled giving by the
pulsed nature of the energy source; (3) the precise stoichiometry
transfer can be archived by deliberately controlling the growth
conditions [244e246]. Because of those distinct advantages, many
pioneer works focused on the growth of axial nanowire hetero-
junctions using the PLD method by periodically changing the re-
actants [247,248]. Alternatively, the core/shell construction can
form in a two-step reaction by using the pre-synthesized nano-
structures as the templets [249e252]. Over the last years, our group
has developed various group IIeVI core/shell nanowire hetero-
junctions including ZnO/ZnSe, ZnO/ZnS, CdSe/ZnTe, and CdSe/CdTe
[12,105,107,144,253e255]. This typically involves a two-step tech-
nique combining thermal evaporation or CVD for the synthesis of
the core, followed by the PLD that gives rise to the formation of the
shell material. One particular advantage of PLD is its capability in
forming an epitaxial interface between highly lattice-mismatched
semiconductor combinations, thus, offers more electronic struc-
ture tunability and better material stability. For instance, the large
lattice mismatch of 8.8% between wurtzite ZnO and zinc blende
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ZnSe, and an even larger one of 25% between wurtzite ZnO and
wurtzite ZnSe usually results in inferior interface quality. Never-
theless, epitaxial growth of ZnSe from the ZnO core is confirmed by
the abrupt interface with no transitional layer, as shown in the TEM
images in Fig. 12aed and the epitaxial relationship has been
identified as [0001]ZnO//[001]ZnSe and (2110)ZnO//(011)ZnSe [12].
Interestingly, the lattice mismatch extent plays a crucial role in
determining the crystal structure of the shell being deposited. Only
the zinc blende phase can be growth in ZnO/ZnSe and ZnO/ZnS
combinations. On the contrary, in the case of CdSe/ZnTe, even ZnTe
is thermodynamically stable in a cubic zinc blende structure, a
wurtzite CdSe and wurtzite ZnTe interface were formed, mainly
attributed to the small lattice mismatch of ~0.08% (Fig. 12e and f).
Since the crystalline structure is crucially important to modulate
the electronic and optoelectronic properties, it provides another
feasible approach to engineering the bandgap structure. Using the
same method, several other combinations, such as ZnO/CdS and
ZnO/ZnTe, have also been demonstrated [256,257]. PLD technique
has also shown great promising in the fabrication of 2D-based
heterojunctions. Lu et al. reported a unique vertical nen hetero-
junction structure based on 2D MoTe2 and 3D Si [258]. Highly
uniform few-layer MoTe2 were deposited on Si substrate by the PLD
method, which in situ forming a MoTe2/Si heterojunction.
3.3. Ion exchange

Up to now, significant achievements have been attained in
Fig. 12. a) Low-magnification TEM image of a ZnO/ZnSe core/shell nanowire. A thin layer of Z
the core/shell heterostructure, enlarged from the rectangular area outlined in (a), showing th
of the rectangular areas outlined in (b). Reproduced with permission [12]. Copyright © 2008
individual CdSe/ZnTe core/shell nanowire. Inset: the corresponding CBED pattern. (f) HRTE
growth of the WZ ZnTe shell on the WZ CdSe core. Reproduced with permission [105]. Cop
producing various types of nanoscale heterojunctions by either the
direct synthesis or the secondary growth approaches. However, the
strict requirements on the lattice mismatch and the overgrowth
layer thickness of the deposited materials and the pre-existing
materials exceedingly limited the viable methods for the epitaxy
growth of high-quality nano-heterojunctions [259]. As an alterna-
tive to the conventional synthesis method, the chemical trans-
formation of existing nanostructures into another provides another
efficient approach for the synthesis of nanostructured materials
with precise control over the chemical compositions, structures,
and morphologies [260]. In this section, we will focus on the ion
exchangemethod (cation exchange and anion exchange). Instead of
direct deposition or growth of the targeted materials on the pre-
existing materials, the ion exchange replies on the replacement of
the pristine ions with guest ions, resulting in the chemical con-
version of one material into another. In comparison with the con-
ventional epitaxy growth method with outward growth direction,
the ion exchange process can be less regulated by the lattice pa-
rameters of the seed substrate due to its unique inward growth
mechanism. One distinct advantage of the ion exchange method
concerned in this review is its capability to create interfaces or
heterojunctions within the nanostructured materials via the partial
transformation [261]. In addition, unlike the conventional synthesis
method, which usually leads to the thermodynamically stable
states, the ion exchange strategy enables the forming of metastable
or nonequilibrium nanostructures by thermodynamics and kinet-
ical control [262].
nSe was coated on the ZnO nanowire. b) High-resolution TEM image of the interface of
e epitaxial growth relationship of the ZnOWZ core and ZnSe ZB shell. c,d) FFT patterns
WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. (e) A representative TEM image of an
M images of the core/shell interface that display the interplanar spacing and epitaxial
yright © 2014 The Royal Society of Chemistry.
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For most semiconductor materials, the anions are serving as the
structural frame and the cations are relatively mobile in the crystal
lattice. Therefore, the chemical transformation through cation ex-
change is relatively easy to achieve. During a cation exchange, the
overall morphology of the nanostructure can be well preserved
since the anion network distortion is generally negligible. The rapid
development of cation exchange has largely expanded the syn-
thetic versatility for creating the nano-heterojunctions which is
otherwise difficult or impossible to be realized. For example, using
sequential cation exchange reactions guided by the interfacial
reactivity and crystal structure relations, an incredible synthetical
strategy for heterostructured nanorod has been developed,
providing feasible pathways to synthesize as many as 65,520
distinct multicomponent metal sulfide nanorods [263]. The ability
of the cation exchange method to synthesize type-II heterojunction
for optoelectronic devices has been demonstrated as early as 1954
in a Cu2S/CdS thin-film solar cell [264]. Over the last years, many
Fig. 13. a) Schematic of the CdS/Cu2S core/shell nanowire solar cell fabrication process by cat
CuCl solution to form a layer of Cu2S (brown) shell, then metal contacts were deposited on th
heterojunction. c) Constructed inverse FFT image along the growth direction for the area m
interface. Reproduced with permission [266]. Copyright © 2011 Macmillan Publishers Limit
pristine CdS nanowire to CdS/Cu2S core/shell nanowire, and eventually to CdS/Cu2S superla
denoted by the yellow line, which is consistent with the lattice distance (~3.36 Å) of the w
American Chemical Society. e) Illustration of the masked cation exchange process in single
maps, of a heterojunction CdSe/Cu2Se nanowire. The white box indicates the region that was
Cu2Se interface, showing the epitaxial relationship between CdSe and Cu2Se. i) Mean dilation
NC-ND 4.0 license [269], Copyright © 2018 Sedat Dogan et al.
type-II nano-heterojunctions have been developed using the cation
exchange method, mainly encompassing the IIeVI, IVeVI semi-
conductors. Among them, cadmium chalcogenide/copper chalco-
genide is the most studied binary system for optoelectronics
[265e270]. For example, Yang group developed a facile cation ex-
change method and fabricated core/shell CdS/Cu2S solar cells based
on single nanowire and nanorod arrays, as shonw in Fig. 13aec
[266,267]. Importantly, the overall architecture and composition
distribution of the heterostructures are determined by the lattice
mismatch and the associated strain at the interface. For instance,
Xiong et al. investigated the CdS/Cu2S nanowire system and
observed an interesting transformation from a core/shell structure
into superlattice by simply increasing the reaction time (Fig.13d)
[268]. In addition, ligands play a crucial role in the cation exchange
process. Dogen et al. developed an efficient technique to synthesize
well-defined lateral epitaxial CdSe/Cu2Se heterojunctions in single
nanowires by using the electron-beam as the mask (Fig. 13eei)
ion exchange. From left to right, a CdS (yellow) nanowire (NW) is partially converted in
e CdS core and Cu2S shell. b) High-resolution TEM image of a CdS/Cu2S nanowire at the
arked in b. The green area shows the typical lattice fringe distortion at the core/shell
ed. d) Schematic diagram and the corresponding TEM images of phase evolution from
ttice nanowire. Inset: transmitted electron intensity profile along the periodic spacing
urtzite phase CdS (0002) plane. Reproduced with permission [268]. Copyright © 2017
CdSe nanowires. f) HAADF-STEM image, and the corresponding STEM-EDS elemental
exposed to e-beam irradiation. g,h) HRTEM image and corresponding FFT of the CdSe/
map calculated from the GPA analysis of the HRTEM image. Reprinted under the CC BY-
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[269]. Prior to the reaction, a part of the CdSe nanowire was
exposed with an electron-beam a lithography system, resulting in
the cross-linked molecules on the surface of the nanowire. There-
fore, the cation exchange between Cd2þ and Cuþ would only occur
on the section of the nanowire without being exposed.

To date, the vast majority of the cation exchange studies have
been focused on the solution-phase process for nanocrystals/
nanorods with a low aspect ratio. However, the extremely fast re-
action rates, along with the direction limitation for the lattice stress
release, makes the precise control over phases, morphologies, and
compositions for nanowires with high aspect ratio difficult
[260,271]. To solve this issue, a gas-phase cation exchange process
has been developed and utilized for the synthesis of several IIeVI
semiconductor heterojunctions, such as ZnCdTe/CdTe and CdS/
ZnCdS [271e273].

On the other hand, due to the low mobility and large ion, the
anion exchange reaction is considerably more challenging than the
cation exchange reaction. In addition, the materials often suffer
morphological changes due to the transformation of the crystal
frame [274]. Most of the reported anion exchange is based on the
sulfurization or selenidation of oxides, which forces the sulfides or
selenides to adopt the wurtzite structure from the pre-existent
oxides [275]. Moreover, it is suggested to perform anion exchange
reaction under the gas-phase condition at high temperature to
provide sufficient thermal energy, especially for larger nano-
structures [276]. Similar to the cation exchange, the core/shell
heterojunction can be accomplished using partially anion exchange
as well [277,278]. In some cases, the cation and anion exchange
methods can be used in sequence for better control over the
chemical compositions. Xu et al. reported a two-step anion-cation
exchange method to fabricate the ZnO/ZnxCd1exSe nanocables
[279]. In this method, the more stable ZnSe layer was first formed
by the anion exchange from ZnO nanowires and further converted
into CdSe by the cation exchange.

4. Emerging applications

Owing to their unique properties and advanced synthesis
methods, type-II nano-heterojunctions have been extensively stud-
ied in various optoelectronics applications. Aiming to construction
high-performance optoelectronic devices, type-II heterojunction
possesses two major advantages. Firstly, the staggered band align-
ment facilitates carrier separation and confinement in different
spatial domains, making it especially suitable for photovoltaics and
photodetection applications. Secondly, the interband transitions
between two semiconductor materials can occur at a tunable
bandgap lower than either of them, thus greatly expand the opera-
tional wavelengths. There have been considerable reviews dedicated
to the specific applications of nano-heterojunctions in solar cells,
photodetectors, and LEDs [16,87,280e283].Herein,we focus on some
novel optoelectronic applications of type-II nano-heterojunctions.

4.1. Photonic memory

The exponential growth in the demand for data storage and
processing in the modern big-data era has urged the development
of high-performance storage technologies. However, the traditional
scaling down strategy for electric-driven memories will soon hit its
limits of the von Neumann bottleneck and the ending of Moore's
law [284]. To this end, the search for next-generation memory
techniques is highly needed. The emerging photonic memories
offer great opportunities for optical sensing, image capturing, and
photonic neuromorphic computing, owing to the merits of fast
access speed, low energy consumption, on-chip integration, large
variation margin, and multilevel data storage [285]. Utilizing the
heterojunction structure, the intra-band and inter-band absorption
can be induced by different optical wavelength, thus, the infor-
mation can be converted from light into electrical signals directly.
Hu et al. designed a phosphorene/ZnO nanoparticles based type-II
heterojunction photonic resistive random access memory
(RRAM), as shown in Fig. 14aec [286]. The broadband response
from UV to near-infrared, as well as the light-tunable SET voltage
based on both intensity and wavelength, were demonstrated. Upon
light illumination, the internal build-in electrical field of the type-II
heterojunctions helps the fast electron/hole separation generated
by the photovoltaic effect. Subsequently, the trapped carriers can
effectively manipulate the formation/destruction process of oxygen
vacancy filament by the photogating effect. In addition, the heter-
ojunctions exhibit excellent stability by steadily pining of the
spontaneously delocalized lone-pair electrons to ZnO via the
favorable band offset and prevent the phosphorene from being
oxidized with ambient oxygen and water molecules.

Generally, resistive switching behavior can be divided into two
modes: nonvolatile memory switching, inwhich the resistive states
can be maintained after removing the external voltage, and volatile
threshold switching, there the switch from a low resistive state to a
high resistive state occurs with applied voltage below a certain
value [287]. Due to its unique characteristic, the latter mode has
shown great potential in versatile applications such as selectors,
steep subthreshold slope transistors, true random number gener-
ator, and artificial synapses [288]. It has been reported that those
two mechanisms can exist in a single device and convert between
each other with appropriate external stimulations. Wang et al. re-
ported a light modulation strategy achieving such conversion for
the first time [289]. The memristor device is constructed by sand-
wiching InP/ZnS QDs between Ag and ITO crossbar array architec-
ture. In this configuration, the switching between high resistance
state (HRS) and low resistance state (LRS) is determined by the
formation/annihilation process of Ag filament. In dark conditions,
the LRS can be maintained since the formed Ag conducting fila-
ments is considered robust. However, under UV illumination, the
quasi-type-II band alignment of core/shell InP/ZnS QDs ensures the
localizing of photogenerated electrons in InP core and holes in the
ZnS shell. The accumulated holes tend to transfer easily between Ag
and QDs, resulting in a faster Ag filament dissolution process, cor-
responding to volatile threshold switching characteristics.
Furthermore, a reconfigurable 9� 9 visual data storage arrays were
constructed and demonstrated the potential in simulation visual
neuronal behaviors such as threshold spike, strength modulated
spike frequency property, and all-or-nothing spiking.

4.2. Photonic synapses

Recently, driven by the rapidly increasing demand for artificial
intelligence, neuromorphic computing has emerged as an exciting
research area. To this end, simulation of the synapses, the basic unit
of the brain, is of great significance. In particular, photonic synap-
ses, where the synapses were modulated by optical signals, holds
additional advantages compared to electrical-modulated conven-
tional synapses, such as ultrahigh propagation speed, high band-
width, low crosstalk, as well as a noncontact writing method [290].
However, it remains challenging to develop a synapses systemwith
energy efficiency, space efficiency, and the connectivity of a bio-
logical brain. In this regard, the heterojunction provides a broad-
band absorption ranging from the UV to infrared band, thus
allowing a broadband phototunable synaptic plasticity. Kumar et al.
demonstrated a highly transparent photonic artificial synapse
based on In2O3/ZnO heterojunction [291]. The device exhibits the
typical synaptic characteristics such as short-term plasticity (STP),
long-term plasticity (LTP), and paired-pulse facilitation (PPF)



Fig. 14. a) Schematic of Phosphorene/ZnO heterojunction broadband photonic nonvolatile memory. The inset image is a top-viewed SEM image of Phosphorene/ZnO nanoparticle
film. b) Illustration of resistive switching at initial state SET process for dark, and SET process under illumination, respectively. c) Band alignment of the device at the initial state,
with an application of external bias for dark, and with an application of external bias for illumination, respectively. Reproduced with permission [286]. Copyright © 2018 WILEY-VCH
Verlag GmbH & Co. KGaA, Weinheim. d) Schematic of the MoS2/PTCDA hybrid heterojunction modulated by electrical or optical spike, the right corresponds to a partially enlarged
view of the hybrid heterojunction in the red frame, in which the upper is the PTCDA layer and the lower is the MoS2 layer. Electron transfer at the interface of MoS2/PTCDA hybrid
heterojunction leads to corresponding STP and LTP synaptic behaviors. Reproduced with permission [292]. Copyright © 2018 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim. e,g)
Schematic working state and f,h) Energy band diagram of ZnO/Sb2Se3 heterojunction photodetector under 880 and 450 nm light illumination, respectively. Reproduced with
permission [295]. Copyright © 2019 Elsevier Ltd.
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attributed to the type-II band alignment between ZnO and In2O3.
Under light illumination and applied electric field, the photo-
generated electrons drift toward In2O3 and holes towards ZnO.
After the UV is switched off, electrons and holes were still being
trapped near ZnO and In2O3 layer, respectively, resulting in a lower
current compared to the initial value. These trapped charges can be
enhanced by higher light intensity and erased by a negative bias,
knowing as the photonic potentiation and electric habituation ef-
fect. Wang et al. developed a MoS2/perylene-3,4,9,10-
tetracarboxylic dianhydride (PTCDA) heterojunction synapse, real-
izing electric and optical dual modulation (Fig. 14d) [292]. In the
case of optical modulation, the photo-generated electrons transfer
from PTCDA to MoS2 and gradually return to PTCDA after the light
being removed. This process results in an excitatory postsynaptic
current (EPSC) behavior, meaning that the synaptic weight is
strengthened. The synapse plasticity can be controlled by the gate
voltage. A relatively positive voltage suppresses the returning
process of electrons fromMoS2 to PTCDA is suppressed, resulting in
a longer recovery relaxation time and finally LTP formation.

4.3. Optical communication

Over recent years, massive advances have been made in visible
light communication (VLC) for supplementing conventional radio
frequency communication as the radio spectral resources have
become increasingly scarce [293]. Among different modulation
schemes, the Color Shift Modulation (CSK) holds great potential,
particularly for high data-rate applications [294]. In CSKmodulation
systems, the signals are modulated using the intensity of LED lights
with different color wavelengths. It normally requires more than
one photodetector with different detection range, which greatly
complicate the system. Thus, it is highly desirable to develop pho-
todetectors with selective photoresponse for multi-wavelength. To
this end, Ouyang et al. reported a ZnO/Sb2Se3 heterojunction
photodetector with a dual-polarity response (Fig. 14eeh) [295]. The
polarity of the output signal is determined by thewavelength of the
incident light, where the current signals are negative in the visible
range and positive in the near-infrared range. According to the band
diagram, two effects are governing the optoelectronic process,
namely photovoltaic and photothermoelectric. For the photovoltaic
effect, the photogenerated electrons in the Sb2Se3 window layer
drift towards ZnO and holes in the opposite direction due to the
build-in field at the type-II interface, resulting in the output current
flow from ITO electrode to Ag electrode in the external circuit. On
the other hand, the photothermoelectric effect of the Sb2Se3 creates
a thermopotential, repelling the holes in Sb2Se3 away from the ITO
electrode, thus the direction of output current in the external circuit
is from Ag electrode to ITO electrode. Therefore, the dual-polarity
response can be attributed to the competition between photovol-
taic and photothermoelectrics. Furthermore, the dual-polarity
photodetector exhibits a great application potential in VLC system
as demonstrated in the unipolar and bipolar transmission, a
maximum transmission rate of 18 bps, and the accurate indoor
positioning by a 4 � 4 photodetector array.

5. Summary and perspective

In this review, we discussed the recent development of type-II
nano-heterojunctions for optoelectronics with a focus on rational
material, structural, and synthetic design. The key to designing
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type-II nano-heterojunctions for high-performance optoelectronics
is to efficiently modulate the carrier transfer at the interface in a
controlled manner. To this end, many strategies have been devel-
oped. Foremost, the band alignment at the interface is of great
importance. Favorable band alignment has to be able to balance the
carrier separation, confinement, as well as recombination, from an
application-oriented point of view. With the rapid advances of
synthesis techniques, the precise chemical composition tuning
such as alloying and doping provides a powerful tool in the control
of the desired band alignment. Additionally, the types of type-II
heterojunction, namely isotype or anisotype, have to be taken
into account, as they determine the majority carrier type at the
interface, thus greatly impact the device performance. Further-
more, the crystal structure engineering not only was utilized to
modify the intrinsic electronic and optoelectronic properties of the
semiconductor materials which forming the heterojunction but
also leads to intriguing concepts such as phase heterojunction and
facet heterojunction. Moreover, the interface strain and the asso-
ciated defect are inevitable in the case of most heterojunctions.
Indeed, understanding the strain distribution and its effect on the
quality of the materials and the properties of the heterojunction,
and thus avoiding any unfavorable side effects is required for
growth process optimization and ultimate device fabrication. On
the other hand, by taking advantage of the strain effect, the strain
engineering paves an alternative efficient route in tuning the het-
erojunction properties. Attention should be paid to the structural
modification as well, as each class of the type-II nano-hetero-
junctions has characteristically advantageous electronic and opto-
electronic properties. Lastly, it is worth emphasizing the external
effect on the performance of type-II nano-heterojunctions. We
believe this provides a bright opportunity for bridging the day-to-
day life activities and next-generation optoelectronic devices,
which is much required in the area of the Internet of Things.

Although tremendous progress has been achieved, substantial
opportunities remain for future research. Firstly, many of the cur-
rent research is still in the lab at the early stage of research and
development. Thus, intensivework has to be done in terms of large-
scale material production, reliable device fabrication, material
safety, and long-term stability. Secondly, many fundamental issues
have to be better understood. For example, in comparison to 0D and
2D heterojunctions, 1D heterojunction, especially those with array
structure, normally has a relatively large size in the range of
100 nm. As a result, it exhibits less profound quantum confinement
effect. Unlike 0D and 2D heterojunctions with a simple interface,
the complicated structure obstacles the probe of the underlying
photophysics process. Thirdly, the increasing demands of the
transparent, flexible, stretchable, wearable, or implantable opto-
electronic device, as well as emergent applications such as optical
computing, neuromorphic computing, and biomimetic sensory
systems have pushed the optoelectronic to a new frontier. Overall,
by combining advances frommultiple disciplines including physics,
chemistry, material science, and engineering, it is anticipated that
more exciting achievements of type-II nano-heterojunctions will be
attained in optoelectronics in the foreseeable future.
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